




1.27 mm pitch connector

Backshell

Vertical

EMI-filtered

● Configuration of product Part No.

Vertical type die-cast material backshell for standard cable 
with provision for preventing misinsertion
PCS-E( )LP( )-( )+R

➀ ➃ ➄➁ ➂

PCS-E ( ) LP ( )- ( )+R

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

● Components
➀

➁

➂

➃

➄

➅

➆

Cover A

Cover B

Latch

Cable clamp

†Small-sized Phillips 

head screw

†Small-sized Phillips 

flat head screw

Key rivet

● Dimensions
Part No. A B C Outside diameter of cable 

for reference purposes

1B, 1C, 2A, 3A

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

30.0

35.0

40.2

48.9

60.3

20.3

25.3

30.5

39.2

50.6

ø5.5

ø7.5

ø5.5, ø5.9

ø9

ø10

ø8.4, ø9

ø7.3

ø8.1

ø6.5

6≈5

8≈7

6.5≈5

10≈8

11≈8

10≈8

10≈8

10≈8

7.5≈6

PCS-E20LPA-(  )+R

PCS-E20LPB-(  )+R

PCS-E28LPA-(  )+R

PCS-E28LPB-(  )+R

PCS-E28LPC-(  )+R

PCS-E36LPA-(  )+R

PCS-E50LPA-(  )+R

PCS-E68LPA-(  )+R

PCS-E68LPB-(  )+R

Key-riveted 
position No.

CBA

321

DCBA

4321

DCBA

4321

32

A

C

B 10

1234BA

BA DC

21 43

DCBA

EDBA

54

C

321

EDBA

54

C

321

For 68-contact
backshell

For 50-contact
backshell

For 20-contact
backshell

For 28-contact
backshell

For 36-contact
backshell

Key-riveted position No.

➀
➃

➄

➁

➂

➆

➅

➀ Series name
➁ No. of contacts: 20, 28, 36, 50 or 68
➂ Type of backshell

LP: Vertical type backshell for 
standard cables with provision for 
preventing misinsertion

➃ Identification mark (A, B or C) of 
cable-end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



Vertical type die-cast material backshell for larger diameter 
cable with provision for preventing misinsertion
PCS-E( )LKP( )-( )+R

1.27 mm pitch connector

Backshell

Vertical

EMI-filtered

● Configuration of product Part No.

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ ➁ ➂ ➃ ➄

PCS-E ( ) LKP ( )- ( )+R

➀ Series name
➁ No. of contacts: 36, 50, 68 or 80
➂ Type of backshell

LKP: Vertical type backshell for 
larger diameter cables with 
provision for preventing 
misinsertion

➃ Identification mark (A, B or C) of 
cable-end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

B

32

A

10D

C

B CA

BA D EC

21 4 53

4 3 2 15

● Components
➀

➁

➂

➃

➄

➅

➆

Cable clamp

†Small-sized Phillips head screw

Latch

Cover B

Cover A

†Small-sized Phillips flat head screw

Key rivet

Key-riveted 
position No.

➀

➃ ➄

➁

➂

➆

➅

● Dimensions
Part No. Outside diameter of cable 

for reference purposes
Key-riveted 
position No.

10≈11

10≈12

10≈13

10≈10

15≈13.6

30.5

39.2

50.6

58.2

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

ø8

ø10.5

ø10

ø11.5

ø12

ø10

ø9.5

ø13

40.2

48.9

60.3

67.9

11.6

15.0

PCS-E36LKPA-(  )+R

PCS-E36LKPB-(  )+R

PCS-E50LKPA-(  )+R

PCS-E50LKPC-(  )+R

PCS-E68LKPA-(  )+R

PCS-E68LKPB-(  )+R

PCS-E80LKPA-(  )+R

PCS-E80LKPB-(  )+R

A B C D

EDBA

54

C

321

For 50,68 and 80-contact
backshell

DCBA

4321

For 36-contact
backshell

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



1.27 mm pitch connector

Backshell

Vertical

EMI-filtered

● Configuration of product Part No.

Vertical type die-cast material backshell for larger diameter 
cable with mating guide for preventing misinsertion
PCS-E96LKP( )-( )+R

➀ ➃ ➄➁ ➂

PCS-E 96 LKP ( )- ( )+R

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ Series name
➁ No. of contacts: 96
➂ Type of backshell

LKP: Vertical type backshell for 
larger diameter cables with 
provision for preventing 
misinsertion

➃ Identification mark (A or B) of 
cable-end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

● Components
➀

➁

➂

➃

➄

➅

➆

Cover A

Cover B

Cable clamp

†Small-sized Phillips head screw

Latch

†Small-sized Phillips flat head screw

Key rivet

Part No. Outside diameter of cable 
for reference purposes Key-riveted position No.A

ø10

13≈7.5

ø10

ø7.5≈2

PCS-E96LKPA-(  )+R

PCS-E96LKPB-(  )+R

A

CBA
52

52

5.2

58

36

78.1

C D EBA

3 4 521

11.6

10

CB EDA

Cable    (The dimensions are shown below.)

➀

➃

➄

➁

➂

➆

➅

● Dimensions

1E, 2D, 4B, 5A

Key-riveted position No.

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



Vertical type die-cast material backshell for larger diameter 
cable with provision for preventing misinsertion
PCS-E96LKP1A-( )+R

1.27 mm pitch connector

Backshell

Vertical

EMI-filtered

● Configuration of product Part No.

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ ➁ ➂ ➃ ➄

PCS-E 96 LKP1 A- ( )+R

A

CBA
52

36

78.1

C D EBA

3 4 521

11.6

10

CB EDA

Key-riveted position No.

➀

➃

➄

➁

➂

➆

➅

➀ Series name
➁ No. of contacts: 96
➂ Type of backshell

LKP1: Vertical type backshell for 
larger diameter cables 
with provision 
for preventing misinsertion

➃ Identification mark (A) of cable-
end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

● Components
➀

➁

➂

➃

➄

➅

➆

Cover A

Cover B

Cable clamp

†Small-sized Phillips head screw

Latch

†Small-sized Phillips flat head screw

Key rivet

● Dimensions
Part No. Outside diameter of cable 

for reference purposesA
10≈9 ø10PCS-E96LKP1A-(  )+R

Key-riveted position No.

1E, 2D, 4B, 5A

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



1.27 mm pitch connector

Backshell

Vertical

EMI-filtered

● Configuration of product Part No.

Vertical type die-cast material backshell for standard cable 
with mating guide for preventing misinsertion
PCS-E( )LGP( )-( )+R

➀ ➃ ➄➁ ➂

PCS-E ( ) LGP ( )- ( )+R

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ Series name
➁ No. of contacts: 26 or 36
➂ Type of backshell

LGP: Vertical type backshell for 
standard cables with mating 
guide for preventing misinsertion

➃ Identification mark (A) of cable-
end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

Part No. Outside diameter of cable 
for reference purposes

Key-riveted 
position No.

1D, 2C, 3B, 4A
35.0

40.2

25.3

30.5

30

34

16

31

ø5.5, ø5.9

ø8.4, ø9

5≈6.5

8≈9.5

PCS-E28LGPA-(  )+R

PCS-E36LGPA-(  )+R

A B C D E

Key-riveted position No.

Because some combinations of “Configurations of Product Part No.”, are under 
consideration for development, please contact us for availability details.

E

C

D

10

32

A

B
1234BA

1.5

CA DB

31 42

DCBA

● Components
➀

➁

➂

➃

➄

➅

➆

Cover A

Cover B

Latch

Cable clamp

†Small-sized Phillips head screw

†Small-sized Phillips flat head screw

Key rivet

Guide position of the 28-contact backshell

➀

➃
➄

➁

➂

➆

➅

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Backshell

Horizontal

EMI-filtered

● Configuration of product Part No.

Horizontal type die-cast material backshell for standard 
cable with provision for preventing misinsertion
PCS-E( )WSP-( )+R

➀ ➃➁ ➂

PCS-E ( ) WSP- ( )+R

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCR series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connectors for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ Series name
➁ No. of contacts: 20, 28, 36 or 50
➂ Type of backshell

WSP: Horizontal type backshell for standard cables with mating guide for 
preventing misinsertion

➃ Key-riveted position (Refer to the Dimension table as shown below) for 
preventing misinsertion.

● Dimensions
Part No. A B Outside diameter of cable 

for reference purposes

1B, 1C, 2A, 3A

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

30.0

35.0

40.2

48.9

ø6

ø7.6

ø5

ø5.5

ø6

ø6.5

PCS-E20WSP-(  )+R

PCS-E28WSP-(  )+R

PCS-E36WSP-(  )+R

PCS-E50WSP-(  )+R

Key-riveted 
position No.

● Components
➀

➁

➂

➃

➄

➅

Cover A

Cover B

Cable clamp

Latch A

Latch B

†Small-sized Phillips flat head screw

A B C D E  

A B C D  

A B C

10 A

22

A B C D  

CA DB

31 42

31 42

Key-riveted position No. The form of the 50-contact backshell

The form of the 28-contact backshell

The form of the 20-contact backshell

➀

➃

➄

➁

➂

➅ 10

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Horizontal type die-cast material backshell for larger 
diameter cable with provision for preventing misinsertion
PCS-E( )WKP( )-( )+R

1.27 mm pitch connector

Backshell

Horizontal

EMI-filtered

● Configuration of product Part No.

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ ➁ ➂ ➃ ➄

PCS-E ( ) WKP ( )- ( )+R

● Dimensions
Part No. A B Outside diameter of cable 

for reference purposes

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

40.2

48.9

60.3

67.9

10.5≈9.5

12≈10

11≈10

10.5≈9.5

ø9.5

ø11.5

ø10.5

ø9.5

PCS-E36WKPA-(  )+R

PCS-E50WKPB-(  )+R

PCS-E68WKPA-(  )+R

PCS-E80WKPA-(  )+R

Key-riveted 
position No.

➀ Series name
➁ No. of contacts: 36, 50, 68, 80
➂ Type of backshell

WKP: Horizontal type backshell for 
larger diameter cables with
mating guide 
for preventing misinsertion

➃ Identification mark (A or B) of 
cable-end-outlet dimension. 
Cable diameters for reference 
purposes are shown in the 
Dimension table as shown below.

➄ Key-riveted position (Refer to the 
Dimension table as shown below) 
for preventing misinsertion.

● Components
➀

➁

➂

➃

➄

➅

➆

Cable clamp

†Small-sized Phillips head screw

Latch

Cover B

Cover A

†Small-sized Phillips flat head screw

Key rivet

B
11.6

10.0

12345

ABCDE

12345

A1.5

37
.0

35
.5

EDCB

Key-riveted position No.

➀

➃

➄

➁

➂

➆

➅

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Backshell

Horizontal

EMI-filtered

● Configuration of product Part No.

Horizontal type die-cast material backshell  for larger 
diameter cable with provision for preventing misinsertion
PCS-E96WKP( )-( )+R

➀ ➃ ➄➁ ➂

PCS-E 96 WKP ( )- ( )+R

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCR series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ Series name
➁ No. of contacts: 96
➂ Type of backshell

WKP: Horizontal type backshell for larger diameter cables with mating 
guide for preventing misinsertion

➃ Identification mark (B) of cable-end-outlet dimension. 
Cable diameters for reference purposes are shown in the Dimension table 
as shown below.

➄ Key-riveted position (Refer to the Dimension table as shown below) for 
preventing misinsertion.

● Dimensions
Part No. A B Outside diameter of cable 

for reference purposes
Key-riveted 
position No.

1096 15 ø10 1E, 2D, 4B, 5APCS-E96WKPB-(  )+R

No. of 
contacts

5 4 3 2 1

10.0

B

12345

78.1

43
.2

1.5

E D C B A

11.6
A

A B C D E

● Components
➀

➁

➂

➃

➄

➅

➆

Cable clamp

†Small-sized Phillips head screw

Latch

Cover B

Cover A

†Small-sized Phillips flat head screw

Key rivet

Key rivet
(Option)

Key-riveted position No.

➀

➃

➄

➁

➂

➆

➅

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Vertical type die-cast material backshell for flat cable 
with provision for preventing misinsertion
PCS-E( )LTP-( )+R

1.27 mm pitch connector

Backshell

Vertical

● Configuration of product Part No.

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R

➀ ➁ ➂ ➃

PCS-E ( ) LTP- ( )+R

➀ Series name
➁ No. of contacts: 50 or 68
➂ Type of backshell

LTP: Vertical type backshell for flat cables with mating guide for preventing 
misinsertion

➃ Key-riveted position (Refer to the Dimension table as shown below) for 
preventing misinsertion.

● Dimensions
Part No. A B C Key-riveted 

position No.

50.9

62.3

48.9

60.3
1E, 2D, 4B, 5A

PCS-E50LTP-(  )+R

PCS-E68LTP-(  )+R

32.2

43.5

● Components
➀

➁

➂

➃

➄

➅

➆

Cover B

Cover A

Latch

Cable clamp

†Small-sized Phillips head screw

Hex nuts

Key rivet

EDCBA

20

B

C

10

A

EDCBA

EDCBA

54321

Key-riveted position No.

➀➃➄ ➁➂

➅

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Backshell

Vertical

SCSI-III

● Configuration of product Part No.

Vertical type die-cast material backshell for 
larger diameter cable
PCS-E68LKAU2N

➀ ➃ ➅➄➁ ➂

PCS-E 68 LK A U2 N

For use with connector: PCS-E series IDC type female connector

PCS-XE series IDC type male connector for cable

➀ Series name
➁ No. of contacts: 68
➂ Type of backshell: Vertical type backshell for lager diameter housing
➃ Identification mark (A) of cable-end-outlet dimension. Cable diameters for 

reference purposes are shown below.
➄ Screw size

U2: #2-56UNC
➅ Lock type

N: Screw lock

Screw sizePart No.
#2-56UNCPCS-E68LKAU2N

● Components
➀

➁

➂

➃

➄

➅

Cable clamp

†Small-sized Phillips head screw

Thumb screw

Cover A

Cover B

†Small-sized Phillips flat head screw

ø12.5

ø12.2

57.9

63.8

JAPAN
LKA

JAPAN
LKA

17
.5

32

38
2.

85
13

.9

10
.0

7.
3

Screw size

Cable diameters 
for reference purposes

Assembly Diagram
Connector

➀

➃

➄

➁

➂

➅

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Vertical type over-molded backshell
PCS-XEM( )DL( )( )N

1.27 mm pitch connector

Backshell

Vertical

SCSI-III

● Configuration of product Part No.

For use with connector: PCS-E series IDC type female connector

PCS-XE series IDC type male connector for cable

➀ ➁ ➂ ➃ ➄ ➅

PCS-XEM ( ) DL ( ) ( ) N

➀ Series name
➁ No. of contacts: 50 or 68
➂ Type of backshell

DL: Vertical type backshell
➃ Color of hood

Blank: Black
1 : Beige
2 : Green
3 : Grey

➄ Screw size
Blank: M2.5≈0.45
U : #4-40UNC
U2 : #2-56UNC (standard)

➅ Lock type
N: Screw lock

● Components
➀

➁

➂

➃

➄

➅

➆

Cable clamp

†Small-sized 

Phillips head screw

Caps

Seal A

Seal B

Screw lock

Hood

Screw size

● Dimensions
Part No.

Part No.

Outside diameter of cable 
for reference purposesA B C D E

17.6

19.3

ø10.5

ø12.2

PCS-XEM50DL(  )(  )N

PCS-XEM68DL(  )(  )N

ø11

ø12.7

54.0

65.43

46.5

57.9

14.0

15.7 M2.5≈0.45

#4-40UNC

#2-56UNC

PCS-XEM(  )DL(  )N

PCS-XEM(  )DL(  )UN

PCS-XEM(  )DL(  )U2N

D

C

A

B

11
.2

2.
85

23
.0

46
.0

14
.0

E

Screw size

➀

➃

➄

➁

➂

➆

➅

Because some combinations of “Configurations of Product Part No.”, are under 
consideration for development, please contact us for availability details.

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Backshell

Vertical

Screw locks

● Configuration of product Part No.

Vertical type over-molded backshell
PCS-XEM100L( )( )

➀ ➃ ➄➁ ➂

PCS-XEM 100 L ( ) ( )

For use with connector: PCS-XE series IDC type male connector for cable

➀ Series name
➁ No. of contacts: 100
➂ Type of backshell

L: Vertical type backshell
➃ Color of hood

Blank: Black
1 : Beige

➄ Screw size
Blank: #4-40UNC
U2 : #2-56UNC

● Components
➀

➁

➂

➃

➄

➅

Cable clamp

†Small-sized Phillips head screw

Hood

Fastening screw

Shield B

Shield A

Screw size

● Dimensions
Part No. Outside diameter of cable 

for reference purposes

#4-40UNC

#2-56UNC

#4-40UNC

#2-56UNC

ø13.2

PCS-XEM100L

PCS-XEM100LU2

PCS-XEM100L1

PCS-XEM100L1U2

Black

Beige

Color of housing

40
20

ø13.4

72

85.1

78.23

3.
5

2.
8

12
.5

10

14
37

10
.8

16

51
 R

E
F.

➀

➃

➄

➁

➂

➅

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



1.27 mm pitch connector

Accessories

Dust-proof cap

● Configuration of product Part No.

Dust-proof cap
PCS-E( )CP( )

➀ ➁ ➂ ➃

PCS-E ( ) CP ( )

Mating connectors: PCS-E series male connector

➀ Series name
➁ No. of contacts: 20, 28, 36 or 50
➂ Dust-proof cap

CP: Cap with mating guide for preventing misinsertion
➃ Color of cap

Black: Clear
U2 : Dark gray

● Dimensions
Part No. A B C D

25.5

30.6

35.7

44.6

15.4

20.48

25.56

34.45

22.9

28.0

33.1

42.0

18.2

26.2

34.2

PCS-E20CP(  )

PCS-E28CP(  )

PCS-E36CP(  )

PCS-E50CP(  )

HONDA

A

10

C

3.
1

5.
7

6

B

D

15˚

Because some combinations of “Configurations of Product Part No.”, are under 
consideration for development, please contact us for availability details.

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



1.6 mm panel-thickness mating guide
PCS-E( )G

1.27 mm pitch connector

Accessories

Mating guide

● Configuration of product Part No.

For use with connector: PCS-E series vertical type or horizontal type housing

➀ ➁ ➂

PCS-E ( ) G

● Dimensions
Part No.

37.3

42.3

47.6

56.3

A B C D E F
30.7

35.7

40.9

49.6

11

16

20

30

27.4

32.5

37.6

46.5

23.7

28.8

33.9

42.8

11.3

16.3

20.3

30.3

PCS-E20G

PCS-E28G

PCS-E36G

PCS-E50G

7.
2

10
.8

16
.5

B

A

11
.0

15
.0

C

14
.5

 R
E

F
.

12
2.

5

t=1.6

1.5

E
F

D

2.
8

R1.4

7.
5

15
+

0.
15

  
0

Recommended panel cut-out dimensions

For panel

➀ Series name
➁ No. of contacts: 20, 28, 36 or 50
➂ 1.6 mm panel-thickness mating guide

(Color: Silver metallic)

Because some combinations of “Configurations of Product Part 
No.”, are under consideration for development, please contact 
us for availability details.

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Accessories

Mating guide

● Configuration of product Part No.

1.0 mm panel-thickness mating guide
PCS-E( )G1

➀ ➁ ➂

PCS-E ( ) G1

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable with mating guide

➀ Series name
➁ No. of contacts: 20, 28, 36, 50 or 68
➂ 1.0 mm panel-thickness mating guide

● Dimensions
Part No.

37.3

42.3

47.6

56.3

67.7

A B C D E F G
30.7

35.7

40.9

49.6

61.0

11

16

20

30

40

33.0

38.1

43.2

52.1

63.5

27.4

32.5

37.6

46.5

57.9

23.7

28.8

33.9

42.8

54.1

11.3

16.3

20.3

30.3

40.3

H
25

30

34

42

52

J
8

16

31

39

49

PCS-E20G1

PCS-E28G1

PCS-E36G1

PCS-E50G1

PCS-E68G1

G
F

E

2.
8

R1.4

7.
5

15
+

0.
15

  0

B

H

A

11
.0

12
.2

15
.0

J

C 1.7

12
.5

10
.4

12
1.

9

13
.9

 R
E

F
.

1.
6

t=1.0

9.
9

10
.5

16
.5

0.94

D

Recommended panel cut-out dimensions

For panel

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Metallic mating guide
PCS-E( )G3( )

1.27 mm pitch connector

Accessories

Mating guide

● Configuration of product Part No.

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable

PCS-E series of horizontal type housing for standard cable or heavy wire cable

➀ ➁ ➂ ➃

PCS-E ( ) G3 ( )

➀ Series name
➁ No. of contacts: 20, 28, 36, 50 or 68
➂ Metallic mating guide
➃ Guide plating

Blank: No plating
N : Nickel plating

● Dimensions
Part No.

33

38

43.1

52

63.4

PCS-E20G3(  )

PCS-E28G3(  )

PCS-E36G3(  )

PCS-E50G3(  )

PCS-E68G3(  )

A B C D E F
31

36.1

41.2

50.1

61.5

30.5

35.6

40.7

49.6

61.0

27.4

32.5

37.6

46.5

57.9

22.6

27.7

32.8

41.7

53.1

23.7

28.8

33.9

42.8

54.2

one side4

one side5

one side6

one side8

No. of 
dimples

7.
2

E

D

C

B

A

F

R1.5

(R1.75)
2.

8

7.
5

10
.7

11
.2

 M
A

X
.

(R2.75)

ø2.6

10

Note 1: Panel thickness: 1-1.6 mm

Dimples

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Accessories

Mating guide

● Configuration of product Part No.

Metallic mating guide with provision 
for preventing misinsertion
PCS-E( )G4-( )

➀ ➁ ➂ ➃

PCS-E ( ) G4- ( )

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable with provision for preventing misinsertion 

PCS-E series horizontal type housing for standard cable or heavy wire cable with provision for preventing misinsertion

➀ Series name
➁ No. of contacts: 20, 28, 36, 50 or 68
➂ Metallic mating guide with provision for preventing misinsertion
➃ Locations being cut off the key forms for preventing misinsertion

● Dimensions
Part No.

33

38

43.1

52

63.4

PCS-E20G4-(  )

PCS-E28G4-(  )

PCS-E36G4-(  )

PCS-E50G4-(  )

PCS-E68G4-(  )

A B C D E F
31

36.1

41.2

50.1

61.5

30.5

35.6

40.7

49.6

61.0

27.4

32.5

37.6

46.5

57.9

22.6

27.7

32.8

41.7

53.1

23.7

28.8

33.9

42.8

54.2

1B, 1C, 2A, 3A

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

Standard locations being cut off the key 
forms for preventing misinsertion

12345

1 1234 34 12523

ABC A ABCDEBCD

AD BC

14 23

7.
2

E

D

C

B

A

F

R1.5
(R1.75)

2.
8

7.
5

10
.7

11
.2

 M
A

X
.

(R2.75)

ø7.6

10

Dimbles

Note 1: When using this guide with removing some 
keys, designate the location number in 
parentheses (➃) for "Configuration of product 
part numbers:" (Standard locations being cut 
off the key forms for preventing misinsertion 
are shown in the Dimension table.)

Example: PCS-E36G4-1D

Location without key

Note 2: When using this guide without 
removing keys, "Configuration 
of product part numbers" is 
PCS-E( )G4.

Note 3: Panel thickness: 1-1.6 mm

Key No. at the back of guide Key No. at the back of guide Key No. at the back of guide

20-contact 
key locations

28 or 36-contact 
key locations

50 or 68-contact 
key locations

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Key rivet for preventing misinsertion
PCS-E-PK+R

1.27 mm pitch connector

Accessories

Key rivet

● Configuration of product Part No.

For use with backshell: PCS-E series vertical type backshell or horizontal type backshell with provision for preventing misinsertion

➀ ➁

PCS-E- PK+R

0.7

1.65

ø
1.

95

ø
3

Caulk rivet
(Use specialized tool.)

➀ Series name
➁ Key rivet for preventing misinsertion

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Accessories

Misinsertion prevention guide

● Configuration of product Part No.

Misinsertion prevention guide
PCS-E( )PG-( )

➀ ➁ ➂ ➃

PCS-E ( ) PG- ( )

For use with connector: PCS-E series right-angle through hole type male connector for PCB

PCR-E series right-angle through hole type male connector for PCB

Mating backshell: PCS-E series of backshell with provision for preventing misinsertion

➀ Series name
➁ No. of contacts: 20, 28, 36, 50, 68 or 80
➂ Misinsertion prevention guide
➃ Locations being cut off the key forms for preventing misinsertion

● Dimensions
Part No. Standard locations being cut off the key 

forms for preventing misinsertion

32.6

37.7

42.8

51.7

63.1

70.7

PCS-E20PG-(  )

PCS-E28PG-(  )

PCS-E36PG-(  )

PCS-E50PG-(  )

PCS-E68PG-(  )

PCS-E80PG-(  )

A B C
30.3

35.3

40.5

49.2

60.6

68.2

27.4

32.5

37.6

46.5

57.9

65.5

1B, 1C, 2A, 3A

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

C

A

4-R1

7.
5

10
.1

1.
5

1.
1 

R
E

F
.

2-R2.1

2-R1.3

1.
1

1.
5

3.
7

B

6

M
2.

5

0.8

ø
4

1.7

0.
2 

M
A

X
.

1234

ABCD

1234

ABCD

12345

12345

ABCDE

ABCDE

12345

ABCDE

1234

ABCD

123

ABC

1234

ABCD

For 20-contacts

For 28-contacts

For 36-contacts

For 50-contacts

For 68-contacts

For 80-contacts

Note 2: Designate the location No. in parentheses 
(¢) for "Configuration of product part 
numbers." (Standard locations being cut off 
the key forms for preventing misinsertion 
are shown in the Dimension table.)

Example: PCS-E36G4-1D

Key No.

Because some combinations of “Configurations of Product Part No.”, are under 
consideration for development, please contact us for availability details.

Note 1: When a panel is not used, use the spacer hardware, PCS-E( )M-SP.

Directional form

Attached small screw

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Misinsertion prevention guide
PCS-E96PG-( )

1.27 mm pitch connector

Accessories

Misinsertion prevention guide

● Configuration of product Part No.

For use with backshell: PCS-E series backshell with provision for preventing misinsertion. PCS-E96LKP( )-( ) 

➀ ➁ ➂ ➃

PCS-E 96 PG- ( )

ABCDE

12345

8 8 8 8
5

1.7

4.
7 7.

6

2.
5

2.
1

10
.1

7.
5

1.
5

3-
R1

78.4

80.9

75.69

52

58

2-R1.3

2-R2.112345

ABCDE

60.8

ø
4

M
2.

5

Key No.

Directional form

Note1: Designate one of location numbers below in parentheses 
(¢) for "Configuration of product part numbers." 
(Standard locations being cut off the key forms for 
preventing misinsertion are shown below.)

Location No.: 1E, 2D, 4B or 5A
Example: PCS-E96PG-1E

Attached small screw

➀ Series name
➁ No. of contacts: 96
➂ Misinsertion prevention guide
➃ Locations being cut off the key forms for preventing misinsertion

Because some combinations of “Configurations of Product Part No.”, are under 
consideration for development, please contact us for availability details.

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole



1.27 mm pitch connector

Accessories

Spacer hardware

● Configuration of product Part No.

Spacer hardware for male connector
PCS-E( )M-SP

➀ ➁ ➂

PCS-E ( ) M-SP

For use with connector: PCS-E series right-angle through hole type male connector for PCB

PCR-E series right-angle through hole type male connector for PCB

➀ Series name
➁ No. of contacts: 20, 28, 36, 50, 68 or 96
➂ Spacer hardware for male connectors

C

B

A

7.
5

10 2.
6

2-R1.3

● Dimensions

Part No.
32.8

37.9

43.0

51.9

63.3

81.1

27.4

32.5

37.6

46.5

57.9

75.69

22.8

27.9

33.0

41.9

53.3

71.1

PCS-E20M-SP

PCS-E28M-SP

PCS-E36M-SP

PCS-E50M-SP

PCS-E68M-SP

PCS-E96M-SP

A B CUse this spacer hardware for male connectors, when a panel is not used.

Plate thickness: 1.0 mm.

Others Wire
wrapping Crimping Soldering IDC Press-in SMT Through

hole



Screw lock
PCS-XE50SJ( )U2

1.27 mm pitch connector

Accessories

Screw locks

SCSI-III

● Configuration of product Part No.

For use with backshell: PCS-E series Backshells with provision for preventing misinsertion

➀ ➁ ➂

PCS-XE 50 SJ( ) U2

Part No.

8.9

5.5

3.9

4.5

2.7

4.1

3.5

–

1.1

PCS-XE50SJ1U2

PCS-XE50SJ5U2

PCS-XE50SJ6U2

A B C D E F G

3

2.9

3

–

0.8

#2-56UNC

4.75

5.
48

 R
E

F
. F

G

E

D

B C

A

#4
-4

0U
N

C

Note 1: SJ1 and SJ5 types are not slotted.

● Dimensions

➀ Series name
➁ Kinds of screw locks

SJ1: The type not mounted on panel (Male screw size, #4-40UNC)
SJ5: The type mounted on 1.6 mm panel (Male screw size, #4-40UNC)
SJ6: The type mounted on 1.0 mm panel (Male screw size, #4-40UNC)

➂ Female screw size
U2: #2-56UNC

OthersWire
wrappingCrimpingSolderingIDCPress-inSMTThrough

hole




