





@HONDA TSUSHIN KOGYO CO., LTD.
Vertical type die-cast material backshell for standard cable

with provision for preventing misinsertion | Vertical |
PCSE()LP()-()+R

@ Configuration of product Part No.

PCS-E()LP()-()+R

@ 6 ® 6

@ Series name @ |dentification mark (A, B or C) of
@ No. of contacts: 20, 28, 36, 50 or 68  cable-end-outlet dimension.
® Type of backshell Cable diameters for reference
LP: Vertical type backshell for purposes are shown in the
standard cables with provision for =~ Dimension table as shown below.
preventing misinsertion ® Key-riveted position (Refer to the

Dimension table as shown below)
for preventing misinsertion.
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T T Iforzso-corntact Fbr zSB-cént:act
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'171#\ %\ A-IKJ -‘,]_T_'_- backshell backshell
Al d

@® Dimensions

® Components . [LVI I\I—f—( 1 Part No. A | B C | | polifian No.
@®| Cover A 1 2 13 4 PCS-E20LPA-( )+R 6x5 5.5
®| Cover B \ Key-riveted position No. PCS-E20LPB-( )+R 300|203 8X7 07.5 18,1C, 24, 3A
® | Latch PCS-E28LPA-( )+R 6.5X5 | ©5.5,05.9
@ | Cable clamp PCS-E28LPB-( )+R | 35.0 | 25.3 | 10X8 29 1D 2C. 3B 4A
® @Small-sized Phillips PCS-E28LPC-( )+R 11%X8 210 U
head screw @ @ @ PCS-E36LPA-( )+R | 40.2 | 30.5 | 10X8 08.4, 09
® @ Small-sized Phillips v o o vy s by o o o PCS-E50LPA-( )+R | 48.9 | 39.2 | 10X8 7.3
flat head screw For 20-contact For 28-contact  For 36-contact | PCSE6SLPA-( )+R 603 | 506 |10%8 @8.1  |1E,2D,4B,5A
@ | Key rivet backshell backshell backshell PCS-E6SLPB-( )+R 7.5X6 06.5

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.

1.27 mm pitch connector

Vertical type die-cast material backshell for larger diameter
cable with provision for preventing misinsertion

PCS-E( )LKP( )-( )+R

@ Configuration of product Part No.
PCS-E () LKP ( )- ()+R
@ @ ® @ ®
@ Series name @ |dentification mark (A, B or C) of
@ No. of contacts: 36, 50, 68 or 80 cable-end-outlet dimension.
® Type of backshell Cable diameters for reference
LKP: Vertical type backshell for purposes are shown in the
larger diameter cables with Dimension table as shown below.
provision for preventing ® Key-riveted position (Refer to the
misinsertion Dimension table as shown below)
for preventing misinsertion.
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T T ‘ - T For 36-contact For 50,68 and 80-contact
(i '%' ol backshell backshell
,u,_' | |/ | @ Dimensions
'1 : '2' ':13' '4' : 5' Part No. A B c D | M | poition Na.
PCS-E36LKPA-( )+R 8
@ Components . D 10x11 | 30.5 | 40.2 ° 1D, 2C, 3B, 4A
@ | Cable clamp Key.-tflvet'ﬁd PCS-E36LKPB-( )+R 210.5
| ®Small-sized Phillips head screw POSTION O 'pcs B50LKPA-( )+R 010
10x12 | 39.2 | 48.9
®| Latch PCS-E50LKPC-( )+R 116 | o115
@| Cover B PCS-E6SLKPA-( )+R 212
10x13 | 50.6 | 60.3 1E, 2D, 4B, 5A
®| Cover A PCS-E6SLKPB-( )+R 210
® | @Small-sized Phillips flat head screw PCS-E8O0LKPA-( )+R | 10X10 8.2 | 67.9 29.5
@| Key rivet PCS-ESOLKPB-( )+R [15%13.6 = "~ 115.0 213

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.

Vertical type die-cast material backshell for larger diameter
cable with mating guide for preventing misinsertion

PCS-E96LKP( )-( )+R

@ Configuration of product Part No.

PCSE 96 LKP ( )- ()+R
® @ ® @ ®

@ Series name
@ No. of contacts: 96
® Type of backshell
LKP: Vertical type backshell for
larger diameter cables with
provision for preventing
misinsertion

@ ldentification mark (A or B) of
cable-end-outlet dimension.
Cable diameters for reference
purposes are shown in the

for preventing misinsertion.

1.27 mm pitch connector

Dimension table as shown below.
® Key-riveted position (Refer to the
Dimension table as shown below)

>

‘ Cable (The dimensions are shown below.)
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1 2 3 4 5 an 2
™~ 58
® Components Key-riveted position No.
@ | Cover A
@ | Cover B
® | Cable clamp
@ | @Small-sized Phillips head screw ® Dimensions
®| Latch Part No. A s e e ersasea?® | Key-riveted position No,
® | ®Small-sized Phillips flat head screw PCS-E96LKPA-( )+R 210 210 1E. 2D, 4B. 5A
@ | Key rivet PCS-E96LKPB-( )+R | 13X7.5 97.5%2 e

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.

Vertical type die-cast material backshell for larger diameter
cable with provision for preventing misinsertion

| Vertodl
PCS-E96LKPI1A-( )+R

@ Configuration of product Part No.

adR PCS-E 96 LKP1 A- R
il ol @ @ A O+

0] @ ® @ ©

@ Series name @ |dentification mark (A) of cable-
@ No. of contacts: 96 end-outlet dimension.
® Type of backshell Cable diameters for reference
LKP1: Vertical type backshell for purposes are shown in the
larger diameter cables Dimension table as shown below.
with provision ® Key-riveted position (Refer to the
for preventing misinsertion Dimension table as shown below)

for preventing misinsertion.

| I

I
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2 9@ "o
77 ) T

36

T e 10

@® Components

Cover A

Cover B

Cable clamp

@Small-sized Phillips head screw
Latch ® Dimensions

@Small-sized Phillips flat head screw Part No. A | R ieenas prpasca'® |Key-riveted position No,
Key rivet PCS-E96LKPIA-( )+R | 10x9 210 1E, 2D, 4B, 5A

\ Key-riveted position No.

SICIECIEIEIENE

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.

1.27 mm pitch connector

Vertical type die-cast material backshell for standard cable
with mating guide for preventing misinsertion

PCS-E( )LGP( )-( )+R

@ Configuration of product Part No.

PCS-E () LGP ()- ()+R

@ Series name
® No. of contacts: 26 or 36
® Type of backshell

@ |dentification mark (A) of cable-
end-outlet dimension.

Cable diameters for reference
LGP: Vertical type backshell for purposes are shown in the
standard cables with mating Dimension table as shown below.
guide for preventing misinsertion ® Key-riveted position (Refer to the
Dimension table as shown below)
for preventing misinsertion.

mv msl ma mL

S

7
| d

D

4

ar
\

® Components

Guide position of the 28-contact backshell

Cover A

Cover B

Key-riveted position No.

Latch

Cable clamp

@Small-sized Phillips head screw

@®Small-sized Phillips flat head screw

Part No. A B| C | D E | e finetrolatl] hodition No.
PCSE28LGPA-( )+R | 35.0 | 25.3 | 30 | 16 |5X6.5| 05.5,05.9 |, 2oy
PCS-E36LGPA-( )+R|40.2 |30.5| 34 | 31 [8x95| @84,09 |

SICIEIEIEIEE

Key rivet

Because some combinations of “Configurations of Product Part No.”, are under

consideration for development, please contact us for availability details.

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.

Horizontal type die-cast material backshell for standard
cable with provision for preventing misinsertion

| Horizontal
PCS-E( )WSP-( )+R

@ Configuration of product Part No.

PCS-E ( ) WSP- ()+R
@ @ ©] @

@ Series name
@ No. of contacts: 20, 28, 36 or 50
® Type of backshell
WSP: Horizontal type backshell for standard cables with mating guide for
preventing misinsertion
@ Key-riveted position (Refer to the Dimension table as shown below) for
preventing misinsertion.

. -
s=—40 . f
L= ‘ =

V@ g @ o) @ a @
A ‘ \w,
10 A
A B c D e s
{ o —)
B e S I B i — 0=0
"l- _ _ -—l v 8 o]
— “ |
1 T1 T i The form of the 20-contact backshell
1 2 3 4

AN Qég

The form of the 28-contact backshell

4
\ Key-riveted position No. The form of the 50-contact backshell
@® Components
@| Cover A @ Dimensions
@| Cover B PartNo. | A | B [ddmiisse] Kevivewe.
® | Cable clamp PCS-E20WSP-( )+R | 30.0 26 o5 1B, 1C, 2A, 3A
@ | Latch A PCS-E28WSP-( )+R | 35.0 5.5
Q) 1D, 2C, 3B, 4A
®| Latch B PCS-E36WSP-( )+R | 40.2 #7.6 06
® | @Small-sized Phillips flat head screw PCS-E50WSP-( )+R | 48.9 6.5 1E, 2D, 4B, 5A

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCR series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connectors for cable
Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.
Horizontal type die-cast material backshell for larger
diameter cable with provision for preventing misinsertion

| Hortrertd
PCS-E( )WKP( )-( )+R

@ Configuration of product Part No.
PCS-E () WKP ()- ()+R
©) ) @® 6

®

1.27 mm pitch connector
Backshell

@ Series name
@ No. of contacts: 36, 50, 68, 80
® Type of backshell
WKP: Horizontal type backshell for
larger diameter cables with
mating guide
for preventing misinsertion

@ l|dentification mark (A or B) of
cable-end-outlet dimension.
Cable diameters for reference
purposes are shown in the
Dimension table as shown below.

® Key-riveted position (Refer to the
Dimension table as shown below)
for preventing misinsertion.

T
f = T
L ) |
° @9 @v ée @z @Lu _‘__,"_—\u_ij
10.0
1.5 A
> 4 3 2 ] h
M, "I:':i |‘|7 |i|7|‘|7|‘7 _|
wls S a— |;| C1 : "J j
j ’ C\ K:/-rivetez position No. @7
\©

a@ oé G@ 3@‘

@® Components

@ | Cable clamp

@ | ®@Small-sized Phillips head screw ® Dimensions

®| Latch Part No. A B e | peYition Na.
@| Cover B PCS-E36WKPA-( )+R | 40.2|10.5X9.5 29.5 1D, 2C, 3B, 4A
®| Cover A PCS-E50WKPB-( )+R |48.9| 12x10 211.5

® | @Small-sized Phillips flat head screw PCS-E68WKPA-( )+R [ 60.3| 11X10 210.5 1E, 2D, 4B, 5A
@ | Key rivet PCS-E8OWKPA-( )+R | 67.9 (10.5X9.5| 9.5

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@®HONDA TSUSHIN KOGYO CO., LTD.
Horizontal type die-cast material backshell for larger
diameter cable with provision for preventing misinsertion

| Horizontal
PCSEIGWKPC)-O+R
@ Configuration of product Part No.

PCS-E 96 WKP ( )- ()+R
@ @ @ ®

®

@ Series name

@ No. of contacts: 96

® Type of backshell
WKP: Horizontal type backshell for larger diameter cables with mating

guide for preventing misinsertion

@ ldentification mark (B) of cable-end-outlet dimension.
Cable diameters for reference purposes are shown in the Dimension table
as shown below.

® Key-riveted position (Refer to the Dimension table as shown below) for
preventing misinsertion.

11.6
m
N
@
{ )
1.5 781
@ Key rivet
5 4 3 2 1 (Option)
= ==
e
E D C B A
Key-riveted position No.
® Components
@ | Cable clamp
@ | ®Small-sized Phillips head screw
® | Latch
@ | Cover B
® | Cover A ® Dimensions
® | ®@Small-sized Phillips flat head screw Part No. No.of | A B | e e oaable | Ky ete.
@ | Key rivet PCS-E96WKPB-( )+R | 96 10 15 210 1E, 2D, 4B, 5A

For use with connector: PCS-E series IDC type or soldering type female connector for cable

PCR series IDC type or soldering type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@HONDA TSUSHIN KOGYO CO., LTD.
Vertical type die-cast material backshell for flat cable
with provision for preventing misinsertion

e
POSEQJLTP-()+R —

@ Configuration of product Part No.

PCS-E () LTP- ( )+R
©) @ ® @

@ Series name

@ No. of contacts: 50 or 68

® Type of backshell
LTP: Vertical type backshell for flat cables with mating guide for preventing
misinsertion

@ Key-riveted position (Refer to the Dimension table as shown below) for
preventing misinsertion.

= —

|
v@ a@ o@ G@ 3@

o= @/J

20

1 2 3 4 5 ‘

\ Key-riveted position No.

@® Components

@ | Cover B

@| Cover A

®| Latch

@ | Cable clamp ® Dimensions

® | ®@Small-sized Phillips head screw Part No. A B c e inveRa.
® | Hex rTUtS PCS-E50LTP-( )+R | 50.9 48.9 32.2 1E, 2D, 4B, 5A
@ | Key rivet PCS-E6S8LTP-( )+R | 62.3 60.3 43.5

For use with connector: PCS-E series IDC type female connector for cable

PCS-XE series IDC type male connector for cable

Accessories: Key-rivets for preventing misinsertion, PCS-E-PK+R
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@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Vertical type die-cast material backshell for Backshell
larger diameter cable
PCS-E6SLKAU2N

@ Configuration of product Part No.

o ©© 6 ® 6 ®

@ Series name

@ No. of contacts: 68

® Type of backshell: Vertical type backshell for lager diameter housing

@ ldentification mark (A) of cable-end-outlet dimension. Cable diameters for
reference purposes are shown below.

® Screw size

U2: #2-56UNC
® Lock type
N: Screw lock
0125
122 Cable diameters
@ @ @12.2_, for reference purposes
~—~
I — —
I i
) = ‘ N ‘ = |63 ‘
[o 0] | | | | |
O o — - MR
[sp]
) ‘ H‘]V e\, ) |
~ | LKA ! ®—_| @/ | LKA )
I = ] — ==3
| ‘ U U] i [ L
@ 57.9 | e
[aV) |
63.8 Assembly Diagram onnector
Screw size
@ 2 mJ ‘ ‘
e o] [\ | T[]
® Components
@ | Cable clamp
@ | ®Small-sized Phillips head screw
® | Thumb screw
@| Cover A
®| Cover B Part No. Screw size
® | ®Small-sized Phillips flat head screw PCS-E68LKAU2N | #2-56UNC

For use with connector: PCS-E series IDC type female connector

PCS-XE series IDC type male connector for cable
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@®HONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Vertical type over-molded backshell Backshell
PCS-XEM( )DL( )( )N

@ Configuration of product Part No.
® @ ® @ ® ®
@ Series name ® Screw size
@ No. of contacts: 50 or 68 Blank: M2.5X0.45
® Type of backshell U : #4-40UNC
DL: Vertical type backshell U2 :#2-56UNC (standard)
@ Color of hood ® Lock type
Blank: Black N: Screw lock
1 : Beige
2 : Green
3 : Grey
1
A
48.1 2
_ \ \ /®
u L
of i = |
nl = |
o i 1 ;
¢ v e
s
o
A H—o
J :
C 2
[aV)
D
[ =1
w ij D\ = - — I'¢
b} 5 N /5 N | | |
@ Components . — — Screw size
@ | Cable clamp
® @Small-sized
Phillips head screw ® Dimensions
®| Caps Part No. A B c D E e o ale
@| Seal A PCS-XEM50DL( )( )N | 17.6 11 54.0 46.5 14.0 010.5 Part No. Screw size
®| Seal B PCS-XEM6SDL( )( )N | 19.3 | ¢12.7 | 65.43 | 57.9 | 157 g12.2 PCS-XEM( )DL( )N | M2.5X0.45
® | Screw lock B binat t“Confiqurati ¢ Product Part No” g PCS-XEM( )DL( )UN | #4-40UNC
ecause some combinations O onfigurations ot Froduct rFart No.’, are unaer
@| Hood consideration for development, please contact us for availability details. PCS-XEM( )DL( )U2N | #2-56UNC

For use with connector: PCS-E series IDC type female connector

PCS-XE series IDC type male connector for cable




@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Vertical type over-molded backshell Backshell
PCS-XEM100L( )()

@ Configuration of product Part No.

PCS-XEM 100 L () ()

®© 0 ® 6

@ Series name ® Screw size
@ No. of contacts: 100 Blank: #4-40UNC
® Type of backshell U2 : #2-56UNC
L: Vertical type backshell
@ Color of hood
Blank: Black
1 : Beige

16

10.8

J ] B=
- o ——
w
w
o
)
B
Higipil
[ee) i
ai
78.23
85.1
G
® Components
@ | Cable clamp ® Dimensions
@ | ®@Small-sized Phillips head screw Part No. Color of housing | Screw size | ' diameter of cavle
®| Hood PCS-XEM100L Black #4-40UNC
@ | Fastening screw PCS-XEM100LU2 #2-56UNC 2132
® | Shield B PCS-XEM100L1 Beige #4-40UNC ’
® | Shield A PCS-XEM100L1U2 g #2-56UNC

For use with connector: PCS-XE series IDC type male connector for cable
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@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Dust-proof cap
PCS-E( )CP()

Accessories

Dust-proof cap

@ Configuration of product Part No.

PCS-E ()CP ()

@ Series name
@ No. of contacts: 20, 28, 36 or 50
® Dust-proof cap
CP: Cap with mating guide for preventing misinsertion
@ Color of cap
T Black: Clear
s U2 :Dark gray

I:I HONDA I:I

10

&

57
3.1
,L\

Lﬁ%

I\ [

- @ Dimensions
Ml I J Part No. A B c D
| —— PCS-E20CP( ) 25.5 15.4 22.9 18.2
PCS-E28CP( ) 30.6 |20.48 | 28.0 6.2
Because some combinations of “Configurations of Product Part No.”, are under POS E36GR( ) 357 12556 | 331
consideration for development, please contact us for availability details. PCS-E50CP( ) 44.6 | 3445 | 420 | 342

Mating connectors: PCS-E series male connector
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@HONDA TSUSHIN KOGYO CO., LTD.

1.6 mm panel-thickness mating guide
PCS-E( )G

@ Configuration of product Part No.

PCS-E () G
©) @ O®
@ Series name
@ No. of contacts: 20, 28, 36 or 50

® 1.6 mm panel-thickness mating guide
(Color: Silver metallic)

‘ t=1.6 For panel
a N §
4 W i
ol © e}
2] TL B B - B 1T B B 2 g ©
I |
N , ‘ , J
| v
C 1.5
I 1
E
-~ F
. |
R1.4
= L e
ol T 2 1
i o 0 ) ) ) |
I~
———
I ] —l Q
o | [
8V}
D
Recommended panel cut-out dimensions
@ Dimensions
Part No. A B C D E F
PCS-E20G 37.3 30.7 11 27.4 237 | 11.3
PCS-E28G 42.3 35.7 16 32.5 288 | 16.3
Because some combinations of “Configurations of Product Part PCS-E36G 476 | 40.9 20 376 | 339 | 203
No”, are under consideration for development, please contact
us for availability details. PCS-E50G 56.3 49.6 30 46.5 42.8 | 30.3

For use with connector: PCS-E series vertical type or horizontal type housing




@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

1.0 mm panel-thickness mating guide Accessories
PCS'E( )Gl Mating guide

@ Configuration of product Part No.
0 @ O
@ Series name
@ No. of contacts: 20, 28, 36, 50 or 68
® 1.0 mm panel-thickness mating guide
A
H
_t=1.0 For panel
4 Tt = :E % f
ol o o /[-[ 1]\ ! o Q2 @
B \[L ) ) B ) ) J]/ o ) 1T o 28
= : \ J
: 4
4 0.9
| C 1.7
J
\
7 i ‘ A\
w i F
< e !
LR : E——
™ L L
e s R1.4
1 ! | © .
. L i 1 ?OLOII)_ 7 7 i I—-L\
4 I~
- D ‘ 1 ©
| o
E 1
Recommended panel cut-out dimensions
® Dimensions
Part No. A B C D E F G H J
PCS-E20G1 37.3 | 307 11 33.0 | 274 | 237 | 11.3 25 8
PCS-E28G1 42.3 35.7 16 38.1 32.5 28.8 16.3 30 16
PCS-E36G1 47.6 40.9 20 43.2 37.6 339 | 20.3 34 31
PCS-E50G1 56.3 49.6 30 52.1 46.5 428 | 30.3 42 39
PCS-E68G1 67.7 61.0 40 63.5 57.9 54.1 40.3 52 49

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable with mating guide
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@®HONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Metallic mating guide Accessories
PCS-E( )G3()

Mating guide

@ Configuration of product Part No.

PCSE () G3 ()

@ Series name
@ No. of contacts: 20, 28, 36, 50 or 68
® Metallic mating guide
@ Guide plating
Blank: No plating
N : Nickel plating

A
B
C
D
©92.6
5 j ]
I~
= g A _ _ _ _ M o v o
[aV] ~— \L N,'\ —
— — — — Z] J]
(R2.75) R1.5
(R1.75)
Dimples

T

| -
I N )

7.2
Ne— |

BN )
I I I B
® Dimensions
Part No. A B (o} D E F No-of
PCS-E20G3( ) 33 31 30.5 27.4 22.6 23.7 |one side4
Note 1: Panel thickness: 1-1.6 mm PCSE28G3() | 38 | 36.1 | 356 | 825 | 27.7 | 288 | ..

PCS-E36G3( ) 43.1 412 | 407 | 376 | 32.8 33.9
PCS-E50G3( ) 52 50.1 49.6 | 46.5 | 41.7 | 42.8 |one side6
PCS-E68G3( ) 63.4 615 | 61.0 | 57.9 53.1 54.2 |one side8

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable

PCS-E series of horizontal type housing for standard cable or heavy wire cable
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@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Metallic mating guide with provision Accessories
for preventing misinsertion

PCS-E()G4-()

@ Configuration of product Part No.

PCS-E () G4- ()
©) ® ® @
@ Series name
@ No. of contacts: 20, 28, 36, 50 or 68

® Metallic mating guide with provision for preventing misinsertion
@ Locations being cut off the key forms for preventing misinsertion

Mating guide

O 0w |>

7.6

2.
N~
=g & p i RS
- i d
" / e S — i
R1.5
R2.75
( ) E (R1.75)
F
Dimbles
Lo 1
x LS L4 Ld3Ld2 ] nLd
o~ N
~
{ v U U U U
Note 1: When using this guide with removing some
keys, designate the location number in
parentheses (@) for "Configuration of product
part numbers:" (Standard locations being cut
off the key forms for preventing misinsertion Key No. at the back of quide Key No. at the back of guide Key No. at the back of guide

are shown in the Dimension table.)
A E

C D C B A D B A
Example: PCS-E36G4-1D g 1 B R

D C, B A
SENE— o 20-contact 28 or 36-contact 50 or 68-contact
4 32 1 Location without key key locations key locations key locations
Note 2: When using this guide without ® Di .
remOVing keys’ "Configuration imensions Standard locations being cut off the key
of product part numbers" is Part No. A B c D E F | forms for peventing misnserton
PCS-E( )G4. PCS-E20G4-( ) 33 31 30.5 27.4 22.6 23.7 1B, 1C, 2A, 3A

PCS-E28G4-( ) 38 36.1 35.6 | 325 27.7 28.8
PCS-E36G4-( ) | 43.1 412 | 40.7 | 376 32.8 33.9
PCS-E50G4-( ) 52 50.1 49.6 | 46.5 1.7 42.8
PCS-E68G4-( ) | 63.4 615 | 61.0 | 57.9 53.1 54.2

Note 3: Panel thickness: 1-1.6 mm

1D, 2C, 3B, 4A

1E, 2D, 4B, 5A

For use with connector: PCS-E series vertical type housing for standard cable or heavy wire cable with provision for preventing misinsertion

PCS-E series horizontal type housing for standard cable or heavy wire cable with provision for preventing misinsertion
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@®HONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector
Key rivet for preventing misinsertion Accessories

PCS-E-PK+R

@ Configuration of product Part No.

PCS-E- PK+R

O] @

- @ Series name
@ Key rivet for preventing misinsertion
‘;31 (’;;) y p g
=/

23
| ~
——— N
‘ |
|
\
21.95

Caulk rivet
(Use specialized tool.)

For use with backshell: PCS-E series vertical type backshell or horizontal type backshell with provision for preventing misinsertion
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@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Misinsertion prevention guide

PCS-E( )PG-( ) Misinsertion prevention guide

@ Configuration of product Part No.

PCSE () PG- ()
©) @ ® @)
@ Series name
@ No. of contacts: 20, 28, 36, 50, 68 or 80

® Misinsertion prevention guide
@ Locations being cut off the key forms for preventing misinsertion

. Key No.
] c
o
- \ 4-R1 For 20-contacts
- ] | | | | 2.R1.3
4 NTTlal T T{Tol [T [{Tel T T]IvI
! ! I ! ! a 9,8 v
sl &=
N~
" Ij 2-R2.1 et
| | ! | | - . -
2 T O BN For 28-contacts
o \ \ \ \
- Directional form
A | a o,8 Vv
14 € 4 3

Note 1: When a panel is not used, use the spacer hardware, PCS-E( )M-SP.
For 36-contacts

3 a o9 a9 v

i |
B m_—%:q;:::i:q:;ﬁﬂ

For 50-contacts

3 a o 8 Vv

M
~ J L | l | l | l 1z )
[ap]
) 4 ‘ L \& i )
LO, - S 14 4 3
- 1.7 0 For 68-contacts
08_,_6 Q
=
Note 2: Designate the location No. in parentheses vi T 3 a o0 8§ v
(@) for "Configuration of product part ® ' (I " )
numbers." (Standard locations being cut off [\ I
the key forms for preventing misinsertion Aftached small Screw S v [
are shown in the Dimension table.) For 80-contacts
® Dimensions
Example: PCS-E36G4-1D Part No. A B C | o o e keY

PCSE20PG-( ) | 32.6 | 30.3 | 274 1B, 1C, 2A, 3A
PCSE28PG-( ) | 37.7 | 353 | 325
PCS-E36PG-( ) | 428 | 405 | 37.6
PCS-E50PG-( ) | 51.7 | 49.2 | 465

- - . . . 1E, 2D, 4B, 5A
Because some combinations of “Configurations of Product Part No”, are under PCS-E68PG-( ) | 63.1 606 | 57.9
consideration for development, please contact us for availability details. PCS-E80PG-( ) | 70.7 | 68.2 | 65.5

AT
———

|
I
14 € c I

1D, 2C, 3B, 4A

For use with connector: PCS-E series right-angle through hole type male connector for PCB

PCR-E series right-angle through hole type male connector for PCB

Mating backshell: PCS-E series of backshell with provision for preventing misinsertion
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@®HONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Misinsertion prevention guide Accessories

PCS-E96PG-( ) Misinsertion prevention guide

@ Configuration of product Part No.
@ @ ® @
__,-g""\g =~} @ Series name
o O v @ No. of contacts: 96
> ol " ® Misinsertion prevention guide
- .\/ P @ Locations being cut off the key forms for preventing misinsertion
-2
Key No.
80.9
75.69
52
2-R1.3
T I I 1T 151 T T JToT T TTI0T T T TeT T T TvT I I 1|
B Jﬁ i
-~
I I N 2 Y N A A A I I 2-R2.1
o N
- ‘b'Q 58 Directional form
78.4
<i>
8 8 8 8
1.7,
L ;
N~
3 - A O W O\ .
| ~
al| o
Note1: Designate one of location numbers below in parentheses
(@) for "Configuration of product part numbers."
(Standard locations being cut off the key forms for
preventing misinsertion are shown below.)
0.8 6 v
Location No.: 1E, 2D, 4B or 5A g
Example: PCS-E96PG-1E @vi i
Q |
3 a 90 9 Vv
J T i \ \ Attached small screw
I e f
s v € z |
Because some combinations of “Configurations of Product Part No.”, are under
consideration for development, please contact us for availability details.

For use with backshell: PCS-E series backshell with provision for preventing misinsertion. PCS-E96LKP( )-( )
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@PHONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Spacer hardware for male connector Accessories
PCS'E( )M'SP Spacer hardware

@ Configuration of product Part No.
PCS-E () M-SP
@ @ ®

@ Series name
@ No. of contacts: 20, 28, 36, 50, 68 or 96
® Spacer hardware for male connectors

A
B
C
4 N
o 0 /[ \ ©
- ~ L\ - - - - ) [V
\ J "\ 2-R1.3

Plate thickness: 1.0 mm.

® Dimensions

Use this spacer hardware for male connectors, when a panel is not used. Part No. A B (o}

PCS-E20M-SP | 32.8 27.4 22.8
PCS-E28M-SP | 37.9 32.5 27.9
PCS-E36M-SP | 43.0 37.6 33.0
PCS-E50M-SP | 51.9 46.5 41.9
PCS-E68M-SP | 63.3 | 57.9 53.3
PCS-E96M-SP | 81.1 75.69 711

For use with connector: PCS-E series right-angle through hole type male connector for PCB

PCR-E series right-angle through hole type male connector for PCB
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@®HONDA TSUSHIN KOGYO CO., LTD. 1.27 mm pitch connector

Screw lock Accessories
PCS-XE50SJ( )U2

@ Configuration of product Part No.
@ @ ®
@ Series name
@ Kinds of screw locks
SJ1: The type not mounted on panel (Male screw size, #4-40UNC)
SJ5: The type mounted on 1.6 mm panel (Male screw size, #4-40UNC)
SJ6: The type mounted on 1.0 mm panel (Male screw size, #4-40UNC)
® Female screw size
U2: #2-56UNC
A
B (¢}
4.75 D 1)
P4
-}
g
<
H*
0w [T
s 17 A ]
© 1 @l ﬁ -
<
[Te) ¥
E
Note 1: SJ1 and SJ5 types are not slotted.
@® Dimensions
Part No. A B C D E F G
PCS-XE50SJ1U2 5.5 2.7 _ 3 _
PCS-XE50SJ5U2 | 8.9 3.9 4.1 2.9 #2-56UNC
PCS-XE50SJ6U2 45 35 1.1 3 0.8

For use with backshell: PCS-E series Backshells with provision for preventing misinsertion
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